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Caratteristiche: 
Filtro elettrostatico da canale.

Telaio: 
La struttura portante in lamiera 
piegata, elettrosaldata e verniciata, 
conferisce al depuratore la massima 
solidità.

Filtro elettrostatico: 
È composto da una griglia di 
polarizzazione in alluminio tranciato 
e piegato, e da piastre captanti 
in alluminio posizionate su aste 
di acciaio, isolate dalla griglia da 
isolatori POMc - (resina acetallica).

Filtro meccanico: 
Telaio in alluminio e setto filtrante con 
reti microstirate a densità variabile e 
incrociate.

Dotazioni elettroniche: 
Scheda elettronica con elevatore 
di  tensione in D.C., sicurezze, 
alimentazione del filtro elettrostatico, 
autoprotezione del circuito elettronico, 
microinterrutore per controllo 
apertura-chiusura sportello anteriore 
del case, interruttore accensione-
spegnimento, indicatore luminoso 
del grado di efficienza del filtro 
elettrostatico.

Conformità certificata: 
I depuratori d’aria elettronici modulari 
serie FE sono conformi e rispondenti 
alle seguenti direttive CEE:
• Direttiva Macchine 98/37/CE.
• Direttiva EMC 2004/108/CE.
• Direttiva Bassa Tensione LVD 

2006/95/CE.

Characteristics: 
Duct electrostatic filter.

Frame: 
The support structure in alectro-
welded and painted folded sheet 
metal makes the air cleaner extremely 
robust.

Electrostatic filter:
It is composed of a polarising grille in 
pressed and folded aluminium, and 
aluminium collection plates on steel 
rods, insulated from the grille using 
POMc (acetal resin) insulators.

Mechanical filter:
Aluminium frame and filtering 
membrane with micro-stretched 
variable density crossover meshes.

Electronics: 
Circuit board with DC voltage 
regulator, circuit breakers, power 
supply for the electrostatic filter, ECP, 
micro switches for opening/closing 
of front flap of case, on-off switch, 
electrostatic filter efficiency indicator 
light.

Certified compliance: 
FE series air cleaners comply with the 
following EC regulations:
• The Machinery Directive 98/37/EC.
• The Machinery Directive 2004/108/

ec.
• The Low Voltage Directive LVD 

2006/95/EC.
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FE 120 FE 220 FE 320 FE 500

Profondità (P)

Width (W)
mm 310 320 320 460

Larghezza (L)

Length (L)
mm 500 540 680 810

Altezza (H)

Height (H)
mm 475 625 625 610

Peso macchina

Weight of appliance
kg 17 21 25 47

Aria trattata (nominali)

Air treated (nominal)
m3/h 1200 2200 3200 5000

Potenza

Power
watt 11 11 11 11

Tensione

Voltage
volt 220/230 220/230 220/230 220/230

Frequenza

Frequency
hertz 50 50 50 50

Superficie aspirante

Suction surface
mm 415x370 480x495 620x496 460x750

Efficienza filtrazione

Filtration efficiency
F9 F9 F9 F9

Peso cella elettrostatica

Electrostatic cell weight
kg 4 6 8 19

€ 1.493,50 1.905,50 2.111,50 3.605,00
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